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(f) Information on the total quantity 
of usable fuel for each fuel tank must 
be furnished. 

(g) The airspeeds and rotor speeds for 
minimum rate of descent and best glide 
angle as prescribed in § 27.71 must be 
provided. 

(Secs. 313(a), 601, 603, 604, and 605 of the Fed-
eral Aviation Act of 1958 (49 U.S.C. 1354(a), 
1421, 1423, 1424, and 1425); and sec. 6(c) of the 
Dept. of Transportation Act (49 U.S.C. 
1655(c))) 

[Amdt. 27–1, 32 FR 6914, May 5, 1967, as 
amended by Amdt. 27–14, 43 FR 2326, Jan. 16, 
1978; Amdt. 27–16, 43 FR 50599, Oct. 30, 1978; 
Amdt. 27–21, 49 FR 44435, Nov. 6, 1984] 

§ 27.1587 Performance information. 
(a) The rotorcraft must be furnished 

with the following information, deter-
mined in accordance with §§ 27.51 
through 27.79 and 27.143(c): 

(1) Enough information to determine 
the limiting height-speed envelope. 

(2) Information relative to— 
(i) The hovering ceilings and the 

steady rates of climb and descent, as 
affected by any pertinent factors such 
as airspeed, temperature, and altitude; 

(ii) The maximum safe wind for oper-
ation near the ground. If there are 
combinations of weight, altitude, and 
temperature for which performance in-
formation is provided and at which the 
rotorcraft cannot land and takeoff 
safely with the maximum wind value, 
those portions of the operating enve-
lope and the appropriate safe wind con-
ditions shall be identified in the flight 
manual; 

(iii) For reciprocating engine-pow-
ered rotorcraft, the maximum atmos-
pheric temperature at which compli-
ance with the cooling provisions of 
§§ 27.1041 through 27.1045 is shown; and 

(iv) Glide distance as a function of al-
titude when autorotating at the speeds 
and conditions for minimum rate of de-
scent and best glide as determined in 
§ 27.71. 

(b) The Rotorcraft Flight Manual 
must contain— 

(1) In its performance information 
section any pertinent information con-
cerning the takeoff weights and alti-
tudes used in compliance with § 27.51; 
and 

(i) Any pertinent information con-
cerning the takeoff procedure, includ-

ing the kind of takeoff surface used in 
the tests and each appropriate climb- 
out speed; and 

(ii) Any pertinent landing proce-
dures, including the kind of landing 
surface used in the tests and appro-
priate approach and glide airspeeds; 
and 

(2) The horizontal takeoff distance 
determined in accordance with 
§ 27.65(a)(2)(i). 

(Secs. 313(a), 601, 603, 604, and 605 of the Fed-
eral Aviation Act of 1958 (49 U.S.C. 1354(a), 
1421, 1423, 1424, and 1425); and sec. 6(c) of the 
Dept. of Transportation Act (49 U.S.C. 
1655(c))) 

[Doc. No. 5074, 29 FR 15695, Nov. 24, 1964, as 
amended by Amdt. 27–14, 43 FR 2326, Jan. 16, 
1978; Amdt. 27–21, 49 FR 44435, Nov. 6, 1984] 

§ 27.1589 Loading information. 
There must be loading instructions 

for each possible loading condition be-
tween the maximum and minimum 
weights determined under § 27.25 that 
can result in a center of gravity beyond 
any extreme prescribed in § 27.27, as-
suming any probable occupant weights. 

APPENDIX A TO PART 27—INSTRUCTIONS 
FOR CONTINUED AIRWORTHINESS 

A27.1 General. 

(a) This appendix specifies requirements 
for the preparation of Instructions for Con-
tinued Airworthiness as required by § 27.1529. 

(b) The Instructions for Continued Air-
worthiness for each rotorcraft must include 
the Instructions for Continued Airworthiness 
for each engine and rotor (hereinafter des-
ignated ‘products’), for each appliance re-
quired by this chapter, and any required in-
formation relating to the interface of those 
appliances and products with the rotorcraft. 
If Instructions for Continued Airworthiness 
are not supplied by the manufacturer of an 
appliance or product installed in the rotor-
craft, the Instructions for Continued Air-
worthiness for the rotorcraft must include 
the information essential to the continued 
airworthiness of the rotorcraft. 

(c) The applicant must submit to the FAA 
a program to show how changes to the In-
structions for Continued Airworthiness made 
by the applicant or by the manufacturers of 
products and appliances installed in the 
rotorcraft will be distributed. 

A27.2 Format. 

(a) The Instructions for Continued Air-
worthiness must be in the form of a manual 
or manuals as appropriate for the quantity 
of data to be provided. 
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(b) The format of the manual or manuals 
must provide for a practical arrangement. 
A27.3 Content. 

The contents of the manual or manuals 
must be prepared in the English language. 
The Instructions for Continued Airworthi-
ness must contain the following manuals or 
sections, as appropriate, and information: 

(a) Rotorcraft maintenance manual or section. 
(1) Introduction information that includes an 
explanation of the rotorcraft’s features and 
data to the extent necessary for mainte-
nance or preventive maintenance. 

(2) A description of the rotorcraft and its 
systems and installations including its en-
gines, rotors, and appliances. 

(3) Basic control and operation information 
describing how the rotorcraft components 
and systems are controlled and how they op-
erate, including any special procedures and 
limitations that apply. 

(4) Servicing information that covers de-
tails regarding servicing points, capacities of 
tanks, reservoirs, types of fluids to be used, 
pressures applicable to the various systems, 
location of access panels for inspection and 
servicing, locations of lubrication points, the 
lubricants to be used, equipment required for 
servicing, tow instructions and limitations, 
mooring, jacking, and leveling information. 

(b) Maintenance instructions. (1) Scheduling 
information for each part of the rotorcraft 
and its engines, auxiliary power units, ro-
tors, accessories, instruments and equipment 
that provides the recommended periods at 
which they should be cleaned, inspected, ad-
justed, tested, and lubricated, and the degree 
of inspection, the applicable wear tolerances, 
and work recommended at these periods. 
However, the applicant may refer to an ac-
cessory, instrument, or equipment manufac-
turer as the source of this information if the 
applicant shows the item has an exception-
ally high degree of complexity requiring spe-
cialized maintenance techniques, test equip-
ment, or expertise. The recommended over-
haul periods and necessary cross references 
to the Airworthiness Limitations section of 
the manual must also be included. In addi-
tion, the applicant must include an inspec-
tion program that includes the frequency 
and extent of the inspections necessary to 
provide for the continued airworthiness of 
the rotorcraft. 

(2) Troubleshooting information describing 
problem malfunctions, how to recognize 
those malfunctions, and the remedial action 
for those malfunctions. 

(3) Information describing the order and 
method of removing and replacing products 
and parts with any necessary precautions to 
be taken. 

(4) Other general procedural instructions 
including procedures for system testing dur-
ing ground running, symmetry checks, 
weighing and determining the center of grav-

ity, lifting and shoring, and storage limita-
tions. 

(c) Diagrams of structural access plates 
and information needed to gain access for in-
spections when access plates are not pro-
vided. 

(d) Details for the application of special in-
spection techniques including radiographic 
and ultrasonic testing where such processes 
are specified. 

(e) Information needed to apply protective 
treatments to the structure after inspection. 

(f) All data relative to structural fasteners 
such as identification, discarded rec-
ommendations, and torque values. 

(g) A list of special tools needed. 
A27.4 Airworthiness Limitations section. 

The Instructions for Continued Airworthi-
ness must contain a section, titled Air-
worthiness Limitations that is segregated 
and clearly distinguishable from the rest of 
the document. This section must set forth 
each mandatory replacement time, struc-
tural inspection interval, and related struc-
tural inspection procedure approved under 
§ 27.571. If the Instructions for Continued Air-
worthiness consist of multiple documents, 
the section required by this paragraph must 
be included in the principal manual. This 
section must contain a legible statement in 
a prominent location that reads: ‘‘The Air-
worthiness Limitations section is FAA ap-
proved and specifies inspections and other 
maintenance required under §§ 43.16 and 
91.403 of the Federal Aviation Regulations 
unless an alternative program has been FAA 
approved.’’ 

[Amdt. 27–17, 45 FR 60178, Sept. 11, 1980, as 
amended by Amdt. 27–24, 54 FR 34329, Aug. 18, 
1989] 

APPENDIX B TO PART 27—AIRWORTHI-
NESS CRITERIA FOR HELICOPTER IN-
STRUMENT FLIGHT 

I. General. A normal category helicopter 
may not be type certificated for operation 
under the instrument flight rules (IFR) of 
this chapter unless it meets the design and 
installation requirements contained in this 
appendix. 

II. Definitions. (a) VYI means instrument 
climb speed, utilized instead of VY for com-
pliance with the climb requirements for in-
strument flight. 

(b) VNEI means instrument flight never ex-
ceed speed, utilized instead of VNE for com-
pliance with maximum limit speed require-
ments for instrument flight. 

(c) VMINI means instrument flight min-
imum speed, utilized in complying with min-
imum limit speed requirements for instru-
ment flight. 

III. Trim. It must be possible to trim the 
cyclic, collective, and directional control 
forces to zero at all approved IFR airspeeds, 
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power settings, and configurations appro-
priate to the type. 

IV. Static longitudinal stability. (a) General. 
The helicopter must possess positive static 
longitudinal control force stability at crit-
ical combinations of weight and center of 
gravity at the conditions specified in para-
graph IV (b) or (c) of this appendix, as appro-
priate. The stick force must vary with speed 
so that any substantial speed change results 
in a stick force clearly perceptible to the 
pilot. For single-pilot approval, the airspeed 
must return to within 10 percent of the trim 
speed when the control force is slowly re-
leased for each trim condition specified in 
paragraph IV(b) of the this appendix. 

(b) For single-pilot approval: 
(1) Climb. Stability must be shown in climb 

throughout the speed range 20 knots either 
side of trim with— 

(i) The helicopter trimmed at VYI; 
(ii) Landing gear retracted (if retractable); 

and 
(iii) Power required for limit climb rate (at 

least 1,000 fpm) at VYI or maximum contin-
uous power, whichever is less. 

(2) Cruise. Stability must be shown 
throughout the speed range from 0.7 to 1.1 VH 
or VNEI, whichever is lower, not to exceed ±20 
knots from trim with— 

(i) The helicopter trimmed and power ad-
justed for level flight at 0.9 VH or 0.9 VNEI, 
whichever is lower; and 

(ii) Landing gear retracted (if retractable). 
(3) Slow cruise. Stability must be shown 

throughout the speed range from 0.9 VMINI to 
1.3 VMINI or 20 knots above trim speed, which-
ever is greater, with— 

(i) the helicopter trimmed and power ad-
justed for level flight at 1.1 VMINI; and 

(ii) Landing gear retracted (if retractable). 
(4) Descent. Stability must be shown 

throughout the speed range 20 knots either 
side of trim with— 

(i) The helicopter trimmed at 0.8 VH or 0.8 
VNEI (or 0.8 VLE for the landing gear extended 
case), whichever is lower; 

(ii) Power required for 1,000 fpm descent at 
trim speed; and 

(iii) Landing gear extended and retracted, 
if applicable. 

(5) Approach. Stability must be shown 
throughout the speed range from 0.7 times 
the minimum recommended approach speed 
to 20 knots above the maximum rec-
ommended approach speed with— 

(i) The helicopter trimmed at the rec-
ommended approach speed or speeds; 

(ii) Landing gear extended and retracted, if 
applicable; and 

(iii) Power required to maintain a 3° glide 
path and power required to maintain the 
steepest approach gradient for which ap-
proval is requested. 

(c) Helicopters approved for a minimum 
crew of two pilots must comply with the pro-

visions of paragraphs IV(b)(2) and IV(b)(5) of 
this appendix. 

V. Static lateral-directional stability. (a) 
Static directional stability must be positive 
throughout the approved ranges of airspeed, 
power, and vertical speed. In straight, steady 
sideslips up to ±10° from trim, directional 
control position must increase in approxi-
mately constant proportion to angle of side-
slip. At greater angles up to the maximum 
sideslip angle appropriate to the type, in-
creased directional control position must 
produce increased angle of sideslip. 

(b) During sideslips up to ±10° from trim 
throughout the approved ranges of airspeed, 
power, and vertical speed, there must be no 
negative dihedral stability perceptible to the 
pilot through lateral control motion or 
force. Longitudinal cyclic movement with 
sideslip must not be excessive. 

VI. Dynamic stability. (a) For single-pilot 
approval— 

(1) Any oscillation having a period of less 
than 5 seconds must damp to 1⁄2 amplitude in 
not more than one cycle. 

(2) Any oscillation having a period of 5 sec-
onds or more but less than 10 seconds must 
damp to 1⁄2 amplitude in not more than two 
cycles. 

(3) Any oscillation having a period of 10 
seconds or more but less than 20 seconds 
must be damped. 

(4) Any oscillation having a period of 20 
seconds or more may not achieve double am-
plitude in less than 20 seconds. 

(5) Any aperiodic response may not achieve 
double amplitude in less than 6 seconds. 

(b) For helicopters approved with a min-
imum crew of two pilots— 

(1) Any oscillation having a period of less 
than 5 seconds must damp to 1⁄2 amplitude in 
not more than two cycles. 

(2) Any oscillation having a period of 5 sec-
onds or more but less than 10 seconds must 
be damped. 

(3) Any oscillation having a period of 10 
seconds or more may not achieve double am-
plitude in less than 10 seconds. 

VII. Stability augmentation system (SAS). (a) 
If a SAS is used, the reliability of the SAS 
must be related to the effects of its failure. 
The occurrence of any failure condition 
which would prevent continued safe flight 
and landing must be extremely improbable. 
For any failure condition of the SAS which 
is not shown to be extremely improbable— 

(1) The helicopter must be safely control-
lable and capable of prolonged instrument 
flight without undue pilot effort. Additional 
unrelated probable failures affecting the con-
trol system must be considered; and 

(2) The flight characteristics requirements 
in Subpart B of Part 27 must be met through-
out a practical flight envelope. 

(b) The SAS must be designed so that it 
cannot create a hazardous deviation in flight 
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path or produce hazardous loads on the heli-
copter during normal operation or in the 
event of malfunction or failure, assuming 
corrective action begins within an appro-
priate period of time. Where multiple sys-
tems are installed, subsequent malfunction 
conditions must be considered in sequence 
unless their occurrence is shown to be im-
probable. 

VIII. Equipment, systems, and installation. 
The basic equipment and installation must 
comply with §§ 29.1303, 29.1431, and 29.1433 
through Amendment 29–14, with the fol-
lowing exceptions and additions: 

(a) Flight and Navigation Instruments. (1) A 
magnetic gyro-stablized direction indicator 
instead of a gyroscopic direction indicator 
required by § 29.1303(h); and 

(2) A standby attitude indicator which 
meets the requirements of §§ 29.1303(g)(1) 
through (7) instead of a rate-of-turn indi-
cator required by § 29.1303(g). For two-pilot 
configurations, one pilot’s primary indicator 
may be designated for this purpose. If stand-
by batteries are provided, they may be 
charged from the aircraft electrical system 
if adequate isolation is incorporated. 

(b) Miscellaneous requirements. (1) Instru-
ment systems and other systems essential 
for IFR flight that could be adversely af-
fected by icing must be adequately protected 
when exposed to the continuous and inter-
mittent maximum icing conditions defined 
in appendix C of Part 29 of this chapter, 
whether or not the rotorcraft is certificated 
for operation in icing conditions. 

(2) There must be means in the generating 
system to automatically de-energize and dis-
connect from the main bus any power source 
developing hazardous overvoltage. 

(3) Each required flight instrument using a 
power supply (electric, vacuum, etc.) must 
have a visual means integral with the instru-
ment to indicate the adequacy of the power 
being supplied. 

(4) When multiple systems performing like 
functions are required, each system must be 
grouped, routed, and spaced so that physical 
separation between systems is provided to 
ensure that a single malfunction will not ad-
versely affect more than one system. 

(5) For systems that operate the required 
flight instruments at each pilot’s station— 

(i) Only the required flight instruments for 
the first pilot may be connected to that op-
erating system; 

(ii) Additional instruments, systems, or 
equipment may not be connected to an oper-
ating system for a second pilot unless provi-
sions are made to ensure the continued nor-
mal functioning of the required instruments 
in the event of any malfunction of the addi-
tional instruments, systems, or equipment 
which is not shown to be extremely improb-
able; 

(iii) The equipment, systems, and installa-
tions must be designed so that one display of 

the information essential to the safety of 
flight which is provided by the instruments 
will remain available to a pilot, without ad-
ditional crewmember action, after any single 
failure or combination of failures that is not 
shown to be extremely improbable; and 

(iv) For single-pilot configurations, instru-
ments which require a static source must be 
provided with a means of selecting an alter-
nate source and that source must be cali-
brated. 

IX. Rotorcraft Flight Manual. A Rotorcraft 
Flight Manual or Rotorcraft Flight Manual 
IFR Supplement must be provided and must 
contain— 

(a) Limitations. The approved IFR flight en-
velope, the IFR flightcrew composition, the 
revised kinds of operation, and the steepest 
IFR precision approach gradient for which 
the helicopter is approved; 

(b) Procedures. Required information for 
proper operation of IFR systems and the rec-
ommended procedures in the event of sta-
bility augmentation or electrical system 
failures; and 

(c) Performance. If VYI differs from VY, 
climb performance at VYI and with maximum 
continuous power throughout the ranges of 
weight, altitude, and temperature for which 
approval is requested. 

[Amdt. 27–19, 48 FR 4389, Jan. 31, 1983] 

APPENDIX C TO PART 27—CRITERIA FOR 
CATEGORY A 

C27.1 General. 
A small multiengine rotorcraft may not be 

type certificated for Category A operation 
unless it meets the design installation and 
performance requirements contained in this 
appendix in addition to the requirements of 
this part. 

C27.2 Applicable part 29 sections. The fol-
lowing sections of part 29 of this chapter 
must be met in addition to the requirements 
of this part: 
29.45(a) and (b)(2)—General. 
29.49(a)—Performance at minimum operating 

speed. 
29.51—Takeoff data: General. 
29.53—Takeoff: Category A. 
29.55—Takeoff decision point: Category A. 
29.59—Takeoff Path: Category A. 
29.60—Elevated heliport takeoff path: Cat-

egory A. 
29.61—Takeoff distance: Category A. 
29.62—Rejected takeoff: Category A. 
29.64—Climb: General. 
29.65(a)—Climb: AEO. 
29.67(a)—Climb: OEI. 
29.75—Landing: General. 
29.77—Landing decision point: Category A. 
29.79—Landing: Category A. 
29.81—Landing distance (Ground level sites): 

Category A. 
29.85—Balked landing: Category A. 
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29.87(a)—Height-velocity envelope. 
29.547(a) and (b)—Main and tail rotor struc-

ture. 
29.861(a)—Fire protection of structure, con-

trols, and other parts. 
29.901(c)—Powerplant: Installation. 
29.903(b) (c) and (e)—Engines. 
29.908(a)—Cooling fans. 
29.917(b) and (c)(1)—Rotor drive system: De-

sign. 
29.927(c)(1)—Additional tests. 
29.953(a)—Fuel system independence. 
29.1027(a)—Transmission and gearboxes: Gen-

eral. 
29.1045(a)(1), (b), (c), (d), and (f)—Climb cool-

ing test procedures. 
29.1047(a)—Takeoff cooling test procedures. 
29.1181(a)—Designated fire zones: Regions in-

cluded. 
29.1187(e)—Drainage and ventilation of fire 

zones. 
29.1189(c)—Shutoff means. 
29.1191(a)(1)—Firewalls. 
29.1193(e)—Cowling and engine compartment 

covering. 
29.1195(a) and (d)—Fire extinguishing sys-

tems (one shot). 
29.1197—Fire extinguishing agents. 
29.1199—Extinguishing agent containers. 
29.1201—Fire extinguishing system materials. 
29.1305(a) (6) and (b)—Powerplant instru-

ments. 
29.1309(b)(2) (i) and (d)—Equipment, systems, 

and installations. 
29.1323(c)(1)—Airspeed indicating system. 
29.1331(b)—Instruments using a power supply. 
29.1351(d)(2)—Electrical systems and equip-

ment: General (operation without normal 
electrical power). 

29.1587(a)—Performance information. 

NOTE: In complying with the paragraphs 
listed in paragraph C27.2 above, relevant ma-
terial in the AC ‘‘Certification of Transport 
Category Rotorcraft’’ should be used. 

[Doc. No. 28008, 61 FR 21907, May 10, 1996] 

APPENDIX D TO PART 27—HIRF ENVI-
RONMENTS AND EQUIPMENT HIRF 
TEST LEVELS 

This appendix specifies the HIRF environ-
ments and equipment HIRF test levels for 
electrical and electronic systems under 
§ 27.1317. The field strength values for the 
HIRF environments and laboratory equip-
ment HIRF test levels are expressed in root- 
mean-square units measured during the peak 
of the modulation cycle. 

(a) HIRF environment I is specified in the 
following table: 

TABLE I.—HIRF ENVIRONMENT I 

Frequency 

Field strength 
(volts/meter) 

Peak Average 

10 kHz–2 MHz ................................... 50 50 
2 MHz–30 MHz ................................. 100 100 
30 MHz–100 MHz ............................. 50 50 
100 MHz–400 MHz ........................... 100 100 
400 MHz–700 MHz ........................... 700 50 
700 MHz–1 GHz ................................ 700 100 
1 GHz–2 GHz .................................... 2,000 200 
2 GHz–6 GHz .................................... 3,000 200 
6 GHz–8 GHz .................................... 1,000 200 
8 GHz–12 GHz .................................. 3,000 300 
12 GHz–18 GHz ................................ 2,000 200 
18 GHz–40 GHz ................................ 600 200 

In this table, the higher field strength applies at the fre-
quency band edges. 

(b) HIRF environment II is specified in the 
following table: 

TABLE II.—HIRF ENVIRONMENT II 

Frequency 

Field strength 
(volts/meter) 

Peak Average 

10 kHz–500 kHz ................................ 20 20 
500 kHz–2 MHz ................................. 30 30 
2 MHz–30 MHz ................................. 100 100 
30 MHz–100 MHz ............................. 10 10 
100 MHz–200 MHz ........................... 30 10 
200 MHz–400 MHz ........................... 10 10 
400 MHz–1 GHz ................................ 700 40 
1 GHz–2 GHz .................................... 1,300 160 
2 GHz–4 GHz .................................... 3,000 120 
4 GHz–6 GHz .................................... 3,000 160 
6 GHz–8 GHz .................................... 400 170 
8 GHz–12 GHz .................................. 1,230 230 
12 GHz–18 GHz ................................ 730 190 
18 GHz–40 GHz ................................ 600 150 

In this table, the higher field strength applies at the fre-
quency band edges. 

(c) HIRF environment III is specified in the 
following table: 

TABLE III.—HIRF ENVIRONMENT III 

Frequency 

Field strength 
(volts/meter) 

Peak Average 

10 kHz–100 kHz ................................ 150 150 
100 kHz–400 MHz ............................. 200 200 
400 MHz–700 MHz ........................... 730 200 
700 MHz–1 GHz ................................ 1,400 240 
1 GHz–2 GHz .................................... 5,000 250 
2 GHz–4 GHz .................................... 6,000 490 
4 GHz–6 GHz .................................... 7,200 400 
6 GHz–8 GHz .................................... 1,100 170 
8 GHz–12 GHz .................................. 5,000 330 
12 GHz–18 GHz ................................ 2,000 330 
18 GHz–40 GHz ................................ 1,000 420 

In this table, the higher field strength applies at the fre-
quency band edges. 

(d) Equipment HIRF Test Level 1. 
(1) From 10 kilohertz (kHz) to 400 mega-

hertz (MHz), use conducted susceptibility 
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tests with continuous wave (CW) and 1 kHz 
square wave modulation with 90 percent 
depth or greater. The conducted suscepti-
bility current must start at a minimum of 
0.6 milliamperes (mA) at 10 kHz, increasing 
20 decibels (dB) per frequency decade to a 
minimum of 30 mA at 500 kHz. 

(2) From 500 kHz to 40 MHz, the conducted 
susceptibility current must be at least 30 
mA. 

(3) From 40 MHz to 400 MHz, use conducted 
susceptibility tests, starting at a minimum 
of 30 mA at 40 MHz, decreasing 20 dB per fre-
quency decade to a minimum of 3 mA at 400 
MHz. 

(4) From 100 MHz to 400 MHz, use radiated 
susceptibility tests at a minimum of 20 volts 
per meter (V/m) peak with CW and 1 kHz 
square wave modulation with 90 percent 
depth or greater. 

(5) From 400 MHz to 8 gigahertz (GHz), use 
radiated susceptibility tests at a minimum 
of 150 V/m peak with pulse modulation of 4 
percent duty cycle with a 1 kHz pulse repeti-
tion frequency. This signal must be switched 
on and off at a rate of 1 Hz with a duty cycle 
of 50 percent. 

(e) Equipment HIRF Test Level 2. Equipment 
HIRF test level 2 is HIRF environment II in 
table II of this appendix reduced by accept-
able aircraft transfer function and attenu-
ation curves. Testing must cover the fre-
quency band of 10 kHz to 8 GHz. 

(f) Equipment HIRF Test Level 3. 
(1) From 10 kHz to 400 MHz, use conducted 

susceptibility tests, starting at a minimum 
of 0.15 mA at 10 kHz, increasing 20 dB per fre-
quency decade to a minimum of 7.5 mA at 500 
kHz. 

(2) From 500 kHz to 40 MHz, use conducted 
susceptibility tests at a minimum of 7.5 mA. 

(3) From 40 MHz to 400 MHz, use conducted 
susceptibility tests, starting at a minimum 
of 7.5 mA at 40 MHz, decreasing 20 dB per fre-
quency decade to a minimum of 0.75 mA at 
400 MHz. 

(4) From 100 MHz to 8 GHz, use radiated 
susceptibility tests at a minimum of 5 V/m. 

[Doc. No. FAA–2006–23657, 72 FR 44027, Aug. 6, 
2007] 

PART 29—AIRWORTHINESS STAND-
ARDS: TRANSPORT CATEGORY 
ROTORCRAFT 

Subpart A—General 

Sec. 
29.1 Applicability. 
29.2 Special retroactive requirements. 

Subpart B—Flight 

GENERAL 

29.21 Proof of compliance. 

29.25 Weight limits. 
29.27 Center of gravity limits. 
29.29 Empty weight and corresponding cen-

ter of gravity. 
29.31 Removable ballast. 
29.33 Main rotor speed and pitch limits. 

PERFORMANCE 

29.45 General. 
29.49 Performance at minimum operating 

speed. 
29.51 Takeoff data: general. 
29.53 Takeoff: Category A. 
29.55 Takeoff decision point (TDP): Cat-

egory A. 
29.59 Takeoff path: Category A. 
29.60 Elevated heliport takeoff path: Cat-

egory A. 
29.61 Takeoff distance: Category A. 
29.62 Rejected takeoff: Category A. 
29.63 Takeoff: Category B. 
29.64 Climb: General. 
29.65 Climb: All engines operating. 
29.67 Climb: One engine inoperative (OEI). 
29.71 Helicopter angle of glide: Category B. 
29.75 Landing: General. 
29.77 Landing Decision Point (LDP): Cat-

egory A. 
29.79 Landing: Category A. 
29.81 Landing distance: Category A. 
29.83 Landing: Category B. 
29.85 Balked landing: Category A. 
29.87 Height-velocity envelope. 

FLIGHT CHARACTERISTICS 

29.141 General. 
29.143 Controllability and maneuverability. 
29.151 Flight controls. 
29.161 Trim control. 
29.171 Stability: general. 
29.173 Static longitudinal stability. 
29.175 Demonstration of static longitudinal 

stability. 
29.177 Static directional stability. 
29.181 Dynamic stability: Category A rotor-

craft. 

GROUND AND WATER HANDLING 
CHARACTERISTICS 

29.231 General. 
29.235 Taxiing condition. 
29.239 Spray characteristics. 
29.241 Ground resonance. 

MISCELLANEOUS FLIGHT REQUIREMENTS 

29.251 Vibration. 

Subpart C—Strength Requirements 

GENERAL 

29.301 Loads. 
29.303 Factor of safety. 
29.305 Strength and deformation. 
29.307 Proof of structure. 
29.309 Design limitations. 
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